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Ia {ŜǊƛŜǎ IƛƎƘ aŀǎǘ [ǳƳƛƴŀƛǊŜ 
!ǇǇƭƛŎŀǝƻƴΥ 

hǊŘŜǊƛƴƎ ¢ŀōƭŜΥ 

/ƻƴǎǘǊǳŎǝƻƴτThe HM Series is designed with rugged, corrosion-resistant, die cast aluminum housing with stainless steel hardware for du-

rability and strength.  An epoxy powder-coated finish provides excellent resistance to outdoor conditions.  

[95Ωǎ—The HM incorporates advanced high-efficiency Bridgelux V22C COBs, 4000 CCT (80CRI) components providing optimized combina-

tions of light delivery to uniformly illuminate roadway target areas. 

9ƭŜŎǘǊƛŎŀƭτ Available in 347-480V at 50/60Hz.  Power Factor of >95%.  Total Harmonic Distortion (THD) is <10%.  Exceeding Energy Star re-

quirements, the HM conforms to industry, DOT, and government performance mandates and standards. Efficacy of 110+ lumens per watt 

enables the HM to properly manage heat dissipation while enhancing performance and longevity.  

hǇǝŎǎτ Precision molded optics available in type A (100 ft. x 920 ft.), B (175 ft. x 800 ft.), and S (450 ft. x 450 ft.) 

[95 wŀǘŜŘ [ƛŦŜ ό[трύ - These high quality COBs are rated for >100,000 hours @ 25°C (77°F) ambient environment per LM-80, TM21. 

tǊƻǘŜŎǝƻƴκLƴƎǊŜǎǎτ COB compartment is IP66 rated.  Driver and surge compartments are IP54 rated (drivers and surge arrestors are IP67). 

{ŜŎƻƴŘŀǊȅ {ǳǊƎŜ tǊƻǘŜŎǝƻƴτ20kV/10kA (ANSI/IEEE C64.41.2) is standard and replaceable. 

[ƛǎǝƴƎǎτ ETL, UL, CSA, LM79, LM80, NEMA, IESNA, ASTM B117, ARRA and NAFTA compliant.  

CŜŀǘǳǊŜǎΥ 

!ŎŎŜǎǎƻǊƛŜǎΥ 

¢ƘŜ DǊŜŜƴ{ǘŀǊ Ia {ŜǊƛŜǎ IƛƎƘ aŀǎǘ [ǳƳƛƴŀƛǊŜ ƳŜŜǘǎ ǘƘŜ ŘŜƳŀƴŘƛƴƎ 

ǇŜǊŦƻǊƳŀƴŎŜ ǊŜǉǳƛǊŜƳŜƴǘǎ ƻŦ ƘƛƎƘ Ƴŀǎǘ 5h¢ ƛƴǎǘŀƭƭŀǝƻƴǎΦ  ¢Ƙƛǎ ŘŜǎƎƛƴ ŀƭƭƻǿǎ 

ŦƻǊ ŀ ǎƛƴƎƭŜ ŀȄƛǎ ŀƛƳƛƴƎ ǇǊƻŎŜŘǳǊŜ ǘƻ ŀŎƘƛŜǾŜ ōƻǘƘ ŀǎȅƳƳŜǘǊƛŎ ŀƴŘ ǎȅƳƳŜǘǊƛŎ 

ŘƛǎǘǊƛōǳǝƻƴ ǇŀǧŜǊƴǎΦ  ¢ƘŜ ǊǳƎƎŜŘΣ ŎƻǊǊƻǎƛƻƴ-ǊŜǎƛǎǘŀƴǘΣ ŘƛŜ-Ŏŀǎǘ ŀƭǳƳƛƴǳƳ 

ƘƻǳǎƛƴƎ ƛǎ ƻǳǜƛǧŜŘ ǿƛǘƘ ǎǘŀƛƴƭŜǎǎ-ǎǘŜŜƭ ƘŀǊŘǿŀǊŜ ŀƴŘ ŀƴ ŜǇƻȄȅ ŎƻŀǝƴƎ ǘƘŀǘ 

ƻũŜǊǎ ŀ ǾŜǊȅ ƭƻƴƎ ǎŜǊǾƛŎŜ ƭƛŦŜ ŀƴŘ ǿŜŀǘƘŜǊ ǊŜǎƛǎǘŀƴŎŜΦ  

 Wire Lens Guard 

 Backlight Shield  

Example: HM64A4SCXXGX 

aƻǳƴǝƴƎΥ 

 н ǎǘǊŀǇ ǎǘŀƴŘŀǊŘ ǘŜƴƻƴ ŀǊƳ Ƴƻǳƴǘ 

 Accepts standard 3/4” bolts 

Model COB Qty CCT Distribution Voltage Color Control Option Dimming Option 1 Option 2 Option 3 

HM 4 4 = 4000K A 4 = 347-480V S = Silver C = No Receptacle X = None X = None X = Std. AC Lead X = None 

  6 * Call Factory  B * 120-277V    N = 3-pin NEMA D = Dimming Z = Shorting Cap T = Terminal Block B = Bubble Level 

  8 For additional S  Available upon   7 = 7-pin NEMA   P = Photocell G = Gel Connector  

     Color temperatures    Request            
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²ŜƛƎƘǘǎ ŀƴŘ 5ƛƳŜƴǎƛƻƴǎΥ 

²ŀǊǊŀƴǘȅΥ 

tŜǊŦƻǊƳŀƴŎŜ {ǳƳƳŀǊȅΥ 

tƘƻǘƻƳŜǘǊƛŎǎΥ 

Standard 5 year warranty 

ϝϝϝ !ƭƭ {ǇŜŎƛŬŎŀǝƻƴǎ !ǊŜ {ǳōƧŜŎǘ ¢ƻ /ƘŀƴƎŜ ²ƛǘƘƻǳǘ bƻǝŎŜ ϝϝϝ 

Model 
Input 
Watts 

Input Current (A) Distribution 
Type 

4000K 

120V 240V 277V Lumens Efficacy 

HM4 425 0.28 0.56 0.65 

A 

47,156 111 B 

S 

HM6 522 0.23 0.46 0.53 

A 

60,734 116 B 

S 

HM8 695 0.17 0.35 0.40 

A 

80,978 116 B 

S 

Rev02 

Pattern A: 100’ x 920’ 

Illumination Avg. 0.8 fc, 2.42 Avg./Min. 

Pattern B: 175’ x 800’ 

Illumination Avg. 0.83 fc, 2.31 Avg./Min. 

HM  

EPA: 1.73 sq. ft.  

Length: 26.64 in. (67.67 cm) 

Width: 18.45 in. (46.86 cm) 

Height: 10.43 in. (26.49 cm) 

Weight: 55 lbs. approx. 

Pattern S: 450’ x 450’ 

Illumination Min. 0.30 fc 


